
SST-130-STST

Tension Load Capacity at Mortar End 1818N

Tension Load Capacity at Threaded End:

• Fletton Brick Substrate

• Dense Aggregate Concrete Block Substrate

• AAC Substrate

• Soft mud Brick Substrate

1900N

1565N

805N

1312N

Minimum Embedment 62.5mm

Minimum Mortar Joint 10mm

Safety Precautions

SST Starter Ties are manufactured from sheared plate and strip so may contain sharp edges. Suitable personal protection should always 
be used when handling/installing these products.

Product

SST Starter Tie
SST Starter Tie supplied complete with nylon plug. Used 

where new walls are being built directly from existing 

brickwork. Alternatively can be used without plug and 

screwed directly into timber door or window frames.

Sizes: 

Performance

Cavity/Cavity Starter Ties

SST Starter Tie 
Data Sheet

Head Office: Vista Engineering Ltd, Carr Brook Works, Elnor Lane, Whalley Bridge, High Peak SK23 7JN

Tel: Sales: +44 (0) 1663 736 700    Fax: +44 (0) 1663 736 710

Scotland Office: Vista Engineering Ltd, 79 Dunn Street, Parkhead, Glasgow, G40 3PA

Tel: +44 (0) 141 613 3144   Fax: +44 (0) 141 613 3031

web: www.vistaeng.co.uk       email: sales@vistaeng.co.uk   

130mm 100 per Box

130mm 10 Pack


